mini-NAS

USB NAS Adapter

mini-NAS
(DS-NU100)
User Guide

1. Install storage

DC 5V / 2A adapter

Connect to USB device,
something like USB enclosure,
printer, USB raid box, Xbox, PS3

Connect to router
or Ethernet hub

1.1 Search Storage

1.1.1 Search Disk
Note: If your PC doesn't install Java Runtime Environment, please download

from http://www.java.com/

A. Execute "Search Disk" Utility from PC & click in "Search Next"

Search Disk

P [169.254.01 [+ | |Mame: STORAGE-0001 | Group Marme:

Search Hext Connect

B. Configure PC be AUTO IP

If your network environment have DHCP server: Storage will get the IP from
DHCP server. Storage role in the DHCP client in this condition

If your network environment has no DHCP server: Storage automatically
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becomes DHCP server itself. Storage role in the DHCP server in this
condition .Storage default IP is 169.254.0.1 and your PC will connect Storage
from browser

Click in "Connect " button and pop authentication dialog

Connect to 169.254.0.1

STORAGE-DOOL

Lser name: | 3 admin w |

Password: | PPN |

[Jremember my password

I Ok ][ Cancel ]

Default user name and password "admin/admin”

2. WEB Control Page
2.2 Status

Status System Information
Host Name STORAGE-0001
IP Config GroupName  WORKGROUP
Disk Utility Administrator admin
Date/Time 2009/04/17 11:20:10 GMT -8:00
Tools Firmware Version  R3282-1.40b LOADER32 1.15 W1.11
Network Information
SMB Server IP Address 192.168.1.100
MAC Address 00:0b:b4:00:00:00
FTP Server OFF © ENABLE ®
DHCP Server DISABLE Apply

Media Server
Service Information

Printer Server

SMB Service ® ENABLE © DISABLE Apply
BitTorrent FTP Service ® ENABLE © DISABLE Apply
Disk Information
Disk ID USE 2.0 Storage
Free Size 57207 MB free
Total Size 57231 MB

Display storage current status
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2.1.1 System Information

2.1.1.1 Host Name / Group Name

Click "Status" -> "Change" button (beside host and group name) to get into
Identification page

Host Name: default value is STORAGE-XXXX. The last 4 digital xxxx depend
on storage MAC address -

Storage on a network needs unique names so they can identify and
communicate with each other. It's best to keep host names short (fifteen
characters or less) and easily recognizable.

We recommend that you use only Internet-standard characters in the
computer name. The standard characters are the numbers 0 through 9,
uppercase and lowercase letters from A through Z, and the hyphen (-)
character. Computer names cannot consist entirely of numbers, nor can they
contain spaces. The name also cannot contain special characters, such as the
following:

<>;i"r+=\|?,

Group Name: default value is WORKGROUP

A group of computers that is connected to a network and share resources:
such as printers and files. When you set up a network, Windows automatically
creates a workgroup and gives it a name.

2.1.1.2 Administration

Click "Status" -> "Change" button (beside administrator) to get into
administration page
Administrator: default is "admin” and this field can’t change by user
Password: default is "admin”, this field will change logon WEB password by
user
Verify password: confirm password
After input password and click “ok” button, browser will re-login, and pop login
dialog
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2.1.1.3 Date/Time

Click "status" -> “Change” button (beside Date/Time) to get into Date and
Time page

Date: set manual Date (yyyy/mm/dd)

Time: set manual Time (hh:mm:ss)

SNTP: enable/disable SNTP client

Time server: locate time server

Time Zone: click your current time zone in the list, and then click OK.
Daylight saving time : If your time zone observes daylight saving time and
you want your storage clock to be adjusted automatically when daylight saving
time changes, make sure the Automatically adjust clock for Daylight Saving
Time check box is selected

2.1.1.4 Firmware version

Display firmware and loader current version

2.1.2 Network Information

2.1.2.1 IP Address

Display storage IP address

2.1.2.2 MAC Address

Display storage MAC address

2.1.2.3 DHCP Server

Enable / Disable DHCP server.

Enable DHCP server, Storage default IP is 169.254.0.1

Disable DHCP server with no DHCP server environment, the storage IP is
169.254.X.X
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Disable DHCP server with DHCP server environment, the storage get the IP
from DHCP server

2.1.3 Service Information

SAMBA Service: Disable / Enable SAMBA server
FTP Service: Disable / Enable FTP server

2.1.4 Disk Information

Display Hard Disk model / Free Size / Total Size information

2.2 IP config

2.2.1 Auto IP

3-8 min

Yeas

Upon boot-up the device must check for DHCP servers on the network

If a DHCP server is active/available, then the device must assign itself a
DHCP address according to the instructions provided by the DHCP server

If no DHCP servers are active/available, the device must assign itself an
Auto IP address and role play as DHCP server (169.254.0.1 / 255.255.0.0 / no
gateway)
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2.2.2 Static IP

IP address: this is the IP address assigned by your Router for your Storage.
You shall specify the IP address of the storage here. e.g. 192.168.1.123
Subnet Mask: an address code that determines the size of the network; this is
the subnet mask of the storage, when seen by external users on the Internet
(including your ISP). The subnet mask is provided by your ISP.
e.9.255.255.255.0

Gateway IP Address: an IP address forwards Internet traffic from your local
area network (LAN). e.g. 192.168.1.1

DNS Server IP address: you must specify DNS server IP address here if your
ISP has the said address.

2.3 Disk Utility

Status Disk Utility
IP Config * Hard disk will format into "FAT32" file system. WARNING! Data will be erased. Flease backup
before proceeding to format the hard disk
Disk Utility
Format Disk
Tools ——
Sleep Time  |DISASLE v | (minutes) Set
Scan Disk
SMB Server [2008/ 1/ 1 0:11:31 Scan complete A
1 File(s), 73 Dir(s), Used S5ize=0K, 0 Error(s)
FTP Server

Media Server
Printer Server

BitTorrent

® Format Disk: the format utility ,it will erase all data on Hard Drive
® Sleep Time: configure the time Hard Drive get into sleep mode
® Scan Disk: the scan disk utility, it will check error data in Hard drive
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Status Firmware Upload
IP Confi Select new firmware to upload.
onig Please don't turn off the power and close the web browser when the firmware is
Disk Utili uploading.
8l Litiiy | | Browse_. ]| Upload
Yanls System Reboot
Click the "Reboot" button to have the device perform a software restart.

SMB Server

FTP Server :
Factory Defaults

Mt Server Click the "Reset" button to clear all configuration and restore to default settings.

Please don't turn off the power and close the web browser when the system is
changing the settings. Please click "Reboaot" button after reset

BitTorrent

Printer Server

2.4.1 Firmware Upload

You can select new firmware to upload. Please don't turn off the power and
close the web browser when the firmware is uploading

2.4.2 System Reboot

Click the Reboot button to have the device perform a software restart. The SYSTEM
LED will blink as the device restarts and then remain on if the restart is successful.
Please wait about a minute before refreshing your browser before logging in again

2.4.3 Factory Default

Turn off the power at first. Click and hold "Factory default setting” button
then reboot system (release it after power on 5 seconds) to clear all
configurations and restore to default settings.
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2.5 SMB server

Samba is software that can be run on a platform other than Microsoft Windows,

for example, UNIX, Linux, IBM System 390, OpenVMS, and other operating

systems. Samba uses the TCP/IP protocol that is installed on the host server.

When correctly configured, it allows that host to interact with a Microsoft

Windows client or server as if it is a Windows file and print server.

® Share one or more directory trees

® Share one or more Distributed file system (Dfs) trees

® Assist clients with network browsing

® Provide or assist with Windows Internet Name Service (WINS)
name-server resolution

® Share printers installed on the server among Windows clients on the network (not
support)

® Authenticate clients logging onto a Windows domain (not support)

2.5.1 Configure SMB Server

Connect to storage SMB page, the page as bellow:

Status SMB Server

IP Config Account List | New ][ Modify || EnDisable || Delete |

Disk Utility [User Name] [Password] [Access] [En/Disable]

Goeaty. . e RW ENAELED

Tools

SMB Server

FTP Server

Media Server

Printer Server

BitTorrent

® NEW: create SMB share account (folder) and password , default
account :guest password: null
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® Modify:

Status Modify SMB Account
Account Guest
IP Config i . 2
3 Password |(Max 12 Bytes) Maodify
Disk Utility Access O Read Only ® ReadWrite
Tools Folder List Sharing List
I Create ” Rename ” Delete ]
poBLIC | pppsgzc |
SMB Server POBLIC PUBLIC

FTP Server
Media Server
Printer Server

BitTorrent

This page can modify as bellow

Password: password of SMB account

Access control: read only / read and write access control of SMB account
Folder sharing: Folder List is all of exist folder on storage; Sharing List is
share folder of SMB account. If you want to share some folder, select this
folder from Folder List and add to Sharing List.

Folder manage: create / rename /delete folder

® Enable/ Disable: this button can enable/disable SMB account
® Delete: delete SMB account

2.5.2 Setting up Windows 95/98/Me Computers

The Windows 95/98/Me operating systems are very similar to each other; it is
possible to treat them with a common set of directions

® Add "File and printer sharing for Microsoft Networks,"

Samba uses TCP/IP to communicate with clients on the network, so you will
need to make sure there is support for TCP/IP on each Windows client. Unlike
UNIX operating systems, Windows does not necessarily have support for
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TCP/IP installed. However, when Windows is installed on a computer with a
network card or a network card is added to a system already running Windows,
TCP/IP support is installed by default, along with the Client for Microsoft
Networks, which supports SMB file sharing

To make sure both services are installed on your Windows system,
double-click the Network icon in the Control Panel to open the Network dialog
box, as shown in bellow:

Nework x|

Configuration | |dentication | Access Contiol

The following netwark components aie instaled:
=| Client for Miciogoft Netwarks )
FAMD PCHET Famiy PCI Ethesnet Adapter
TCRAP
2 File and printer sharing for Microsoft Mehsuoks

o | | |

Primary Metwork Logor:
|l_-|i-?ﬂl for Miciasalt M etwodk s ﬂ

b IEL L |

Descriplion

You might also see "File and printer sharing for Microsoft Networks,"
which is used to make the system into a server. In addition, you might see
NetBEUI or Novell Networking.

® Adding TCP/IP

If you don't see TCP/IP listed, you'll need to install the protocol. You can add
the protocol by inserting the Windows distribution CD-ROM in your CD-ROM
drive and clicking the Add button below the component window. Indicate that
you wish to add a protocol by selecting Protocol and clicking "Add..." on the
following dialog box, which should look similar as bellow:
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2%

Chick the type of network component you want o nstall

™ Ciart Bdd.
=] Service Cancel

Protocol is & language’ a compuler uses. Compubers
muzt e the zame protocol to commumc.abs,

After that, select manufacturer Microsoft, then protocol TCP/IP, then clicks OK.
After doing so, you will be returned to the network dialog. Click OK to close the
dialog box, and Windows will install the necessary components from the
CD-ROM and request that the system be rebooted. Go ahead and reboot the
system, and you're set.

® Configuring TCP/IP

Select the TCP/IP protocol linked to the networking device that will be
accessing the Samba network. If you have only one networking device, simply
click the TCP/IP item. Now click the Properties button to open the TCP/IP
Properties dialog. You should see something similar as bellow:

Metwark 2] x|

Configuation | |denthcation | Access Contol |

The follewing petwark. components are instaled:

= Clisnt for Miciosolt Metwarks
&3 4MD PCHET Famiy PCl Ethernet ddapien
&3 Dial-Up Adaphes

T TCPAP -» &WD PCHET Famibe FCI Ethesnel ddapler

TCPAP - DigHUp Adapher
File and printer shanmg for Microsoft Mebaotks

Remove | Propertes |

Primary Metwark Logon:
Chent for Microzolt Metwork: ﬂ

Filer and Frink Shanng... |

[ezenplion

TCRPAF is the peatocal pou use 1o connec! ko the Internet snd
wide-anea niebaorks.

ok, | Cancel
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® |P Address tab
The IP Address tab is shown as bellow

TCPAP Propesties ) 7=
Bindings | Advanced | WatBl05 |

DNS Configuation | Galeway | WINS Configuraion P Address

An [P addres: can be automabically azzgned o thiz computar.
IF yous nebwcek does nat sutomaticaly assion P addresses. ask
wour nefvaork, admirestrabor bor an addiess, and then bpe & in
the space below,

" Obtain an 1P addmss aubomatically
* Bpeciy an P address ]

IPAddess.  [172.16. 1 . 5 |

Subnet Mask: | 255.255.255. 0 |

¥ Delect connection o network media

ok, | Cencsl |

If you use DHCP on your network to provide IP addresses automatically to
Windows systems, select the "Obtain an IP address automatically” radio button.
Otherwise, click the "Specify an IP address" radio button and enter the client's
address and subnet mask in the space provided. You or your network manager
should have selected an address for the client on the same subnet (LAN) as
the Samba server.

® Setting the Computer Name and Workgroup

Finally, click the OK button in the TCP/IP configuration dialog, and you'll be
taken back to the Network Configuration dialog. Then select the Identification
tab, which will take you to the dialog box shown as bellow:

[Wetwork 21|

Configuation | denbifcation |ﬂ.l:|:!.=:s Contiol |

‘wWindows uzes the folowang infomation to idertify pour

o= complter on the network. Pleass wpe  name for this
campuber, the workgrouo & wall appear in, and a short
desciiption of the compuler,

Compagier mame: |huastcl:

‘wiorkgroup |rnet|an

Compuses

i |"|'\|"I"'dl:lh-§‘ Me of msdecAMwane
Descnphiore

0] I Cancal
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Finally, click the OK button and follow whatever instructions Windows provides. (You
might have to nsert your Windows distribution CD-ROM and/or reboot.)

® Accessing the Samba Serve
Double-click the Network Neighbor

r from Windows 95/98
hood icon on the desktop. You should see

your Samba server listed as a member of the workgroup, as shown bellow:

55 Notwoi Nohbarhoot =T
Eile  Edt Miew [Go Favoiles  Help “
d | X% ?
Up Cut
Agidress [E5 Netwerk Neighberhood =l
Network Neighborhood
& Erilte Melwork, Sl Mapa =1 Olirec
Q Huszstec QMMEE {Tolter
| | L

Double-clicking the server name will show the resources that the server is offering to

the network, as shown bellow

Broree TP
File  Edt Yiew Lo Favoote: Help “
"o d % B & | "
Back L Cut Ciopip Paste
Agdress I%{ AT okee: ﬂ
=) Name I Comment |
EI. D best For testing anly, pleass
=il =
Toltec

® Accessing the Samba Server from Windows Me

Double-click the My Network Places icon on the desktop. You should see the
test shared directory as shown in bellow

=My Network Places i =10] x|
Fie Edi View Fawodes Took Help “
s Back = [Z]| ‘DASearch Y Folders cAHEoy | L L8 X e | Ei-
Agdress |$ Py Metwoik Places j o
J Hams | Comment |
=i i | Add Network Place Connacts to shared folders. ...
jéH-?rn: MNetvearking Wizsed  Sebs up your compulers o s
My Network Places o Ervite Metwork
S jtest on Tokec WTOLTEC best
best an Toltec
WTOLTECkest
WWIOLTEC et
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Double-click the Entire Network icon, and you should see an icon for your workgroup,
as shown in bellow

-1o] x|
Fle Edt View Favodles Took Help n
s Back - 2] | ‘EASearch - Folders | HHistore »
Agdrest | o Entire Metwcek j ~Go

Mebian
Entire Network

1 objecl(z)

NOTE:

If you don't see the server listed, it might be that browsing is not working
correctly or maybe the server is just taking a few minutes to show up in the
browse list. In either case, you can click the Start button, then select "Run...".
This will give you a dialog box into which you can type the name of your server
and the share name test in the Windows UNC format \\server\test. This should
open a window on the desktop showing the contents of the folder. If this does
not work, there is likely a problem with name resolution, and you can try using
the server's IP address instead of its computer name, like this:

\\192.168.1.12\test

If it works, congratulations! Try copying files to and from the server using the
Windows drag-and-drop functionality. You might be pleasantly surprised how
seamlessly everything works

2.5.3 Setting up Windows XP Computers

Although Windows XP is very similar to Windows 2000, it has a very different
user interface, and there are a number of subtle differences. For example,
getting to the Control Panel is different than in any previous version of
Windows—one must click the Control Panel item from the Start menu (there is
no Settings item in the Start menu in XP). By default, XP will display the
Control Panel in Category View mode. If you see this, click the Switch to
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Classic View item in the upper-left corner of the window. All of our directions
are for using the Control Panel in Classic View mode.

You should perform the following steps as the Administrator or another user in
the Administrators group.

® Networking Components

Go to the Control Panel and double-click the Network and Dial-up Connections
icon. You should see at least one Local Area Connection icon. If there is more
than one, identify the one that corresponds to the network adapter that is
connected to your Samba network. Right-click the Local Area Connection icon
and click the Properties button. (Or double-click the Local Area Connection
icon and then click the Properties button in the dialog box that comes up.) You
should now be looking at the Local Area Connection Properties dialog box, as
shown in bellow

<4 Local Area Copnection Properties

General | Authenfication | Advanced

Comrect ugig:

B AMD FCMET Famly PCIEthemet Adapher

Conligure...

Thits connection uses the folowing items

v

v SFle and Prirter Shanng fer Microgol Mebsorks
| Bl 005 Packet Scheduler

~| % Internet Protocol [TCPAR)

| mstal. || Urinatal Propertiaz

Allosie your computer bo access resounces on a Microzolt
netwaark,

[ ] Show icon in notification ares wihen conmeched

k. | Cancel |

You should see at least the following two components:

e Client for Microsoft Networks
e Internet Protocol (TCP/IP)
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If you do not see either Client for Microsoft Networks or Internet Protocol (TCP/IP) in
your list, you will need to add them. For either, the method is to click the Install... button,
click the type of component (Client or Protocol), and then click the Add... button. Next,
click the component you want to add, and click the OK button. You should see the
component added to the list with the others.

® Configuring TCP/IP
Now click Internet Protocol (TCP/IP) and then click Properties to open the
Internet Protocol (TCP/IP) Properties dialog box, shown in bellow

Internet Protocal (TCPAP) Properties

General

fou can get [P seliings azsigned automatically if your nebacek suppoits
thiz capabdity. Othervaze, pou need to azk your network. admimestrator bor
the appropriate [P setings.

O Dibtai an P addiess sutormaticsly
o1 Use the fallawing [P sddress:

IP addmzz: LI T . 1
Subnet mazk: 5.2 . X550
Dbl gateway: w216 .1 01

1 Use the following DMS server addiesses
Prefermed DNS seaver: w216 .1 01
Allemate DMS server

| Advenced. |

ok || Cancal |

If you are using DHCP on your network to assign IP addresses dynamically, select the
"Obtain IP address automatically" radio button. Otherwise, select the "Use the following
address:" radio button, and fill in the computer's IP address and netmask in the spaces
provided. You or your network manager should have selected an address for the client on
the same subnet (LAN) as the Samba server. For example, if the server's address 18
192.168.1.1 and its network mask 18 255.255.255.0, you might use the address
192.168.1.12 (if 1t 1s available) along with the same netmask. You can also fill in the IP
address of the default gateway.

-16 -



mini-NAS

USB NAS Adapter

® Computer and Workgroup Names

From the Control Panel, double-click the System icon to open the System
Properties dialog box. Click the Computer Name tab, and your System
Properties dialog box will look similar to:

Syshemn Flestons Automatic Updates FAemate
Gereral Computed M ame Hardweare Advanced

Windoves uees the following nformabon bo idenbify your computes
v o the nebaok,

Computer description:

For example; "Kichen Compuber o "Man's
Computer”

Full compiter rams: ZUrL restan. cH

Waakgroup: METRAM

To uze the Nebwok Identfication wizerd bo join & | Mebwaik D |
domain and create a local user accour, chck Network -

(13

To rename thiz compuber or poin & domain, click Change. | Change... l

[ ok ]| cenca |

To give your system computer a name and a workgroup, click the Change...
button, which will bring up the Computer Name Changes dialog box, as in
below

C:;mp uter Name Chanm-: - E|!l

fow can change the name and te membarship of tis
compuler. Changss may sflect access to nelwork resounces,

Computer name:
2uni

Full computes name:
UL el an o8

More...

Member of

() Doenain;

(o) Woarkgroup:
METRAN
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You need to identify your computer with a name and change the workgroup to
the one you specified in the web page of your Samba server. Don't worry that
Windows forces the workgroup to be all capital letters; it's smart enough to
figure out what you mean when it connects to the network.

® Connecting to the Samba Server

Assume your Samba server is running, and you have set up your Windows XP
client to communicate with it. In the Start menu, select My Computer to open
the My Computer window. Click My Network Places, in the Other Places box in
the left part of the window. You should see a folder icon for the test directory, as
shown in bellow

- My Network Places E@!]
Fils Edk ‘iew Favorkes Took  Halp "
fﬁ- Search Folders _| -
84 My Metwork Maces i d Go

“ Local Metwork

Metwork Tasks £

it Pdd anetwork place r’f best on Samba 2.2, 1a {Tolbac)

™ Lhaw netw -
W Yhaw network =4 =
G
T Setup a home or smal
— office netwoarl
Wi WO kigrouy
COMpULErs

Now click View workgroup computers in the Network Tasks box at the left of
the window. You should see your Samba server listed as a member of the
workgroup. Double-click its icon, and you will see a window that looks like

¥ Samba 2.2.1a (Toltec) =1

File Edt ‘Wiew Favorbes Took Heb
\-_.) Back - P Search Folders 22
J i Talkac v EJ o
Metwork Tasks ¥ /' rest
=4
Other Places ¥
[ == ) Printers and Faxes

| Delails & - L=

‘I Samba 2.2.1a (Toltec) I
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If you don't see the server listed in the workgroup, don't panic. Select “Run”
from the Start menu. A dialog box appears that allows you to type the name of
your server and its share directory in Windows format. For example, you would
enter \\toltec\test, as shown in bellow, and use your server's hostname instead
of "Toltec".

Run

Type the name of a program, folder, document, or
Intermnet resource, and Windows will apen ik for vou,

Open: | Yibolbecibest w

| Ok | Cancel | Browmse... |

If it works, congratulations! Try copying files to and from the server by dragging
their icons to and from the Samba server's test folder. You might be pleasantly
surprised how seamlessly everything works.

2.6 FTP server

File Transfer Protocol (FTP) is a network protocol used to transfer data from
one computer to another through a network, such as over the Internet.

FTP is a file transfer protocol for exchanging files over any TCP/IP based
network to manipulate files on another computer on that network regardless of
which operating systems are involved (if the computers permit FTP access).

The objectives of FTP, as outlined by its RFC, are:

1. To promote sharing of files (computer programs and/or data).

2. To encourage indirect or implicit use of remote computers.

3. To shield a user from variations in file storage systems among different
hosts.

4. To transfer data reliably, and efficiently
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2.6.1 Configure FTP server

Connect to storage SMB page, the page as bellow:

Status FTP Configuration
¥:Cenlg FTP Port 21 | Note: 21 or 1025-65500 Apply
Disk Utility FTP Codepage |Englisn ¥ help Apply
Tools

Account List | New || Modify |[ EnDisable || Delete |

[User Name] [Password] [Access] [En/Disable]
SMB SENEI’ anonymous 00 002000 —————— RO ENBBLED

FTP Server

Media Server

Printer Server

BitTorrent

® FTP port: configure port number, port range is 1025 to 65500 and default
port is 21. If you behind firewall ,remember to open port number
mapping FTP port

® FTP code page: configure FTP server code page

Code page as bellow:

Central Europe (CP1250)
Croat, Czech, Hungarian, Polish, Romanian, Slovak, Slovene and Sorbian.

Cyrillic (CP1251)
Bulgarian, Belorussian, Macedonian, Moldavian, Russian, Serbian and
Ukrainian.
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Latin | (CP1252)
Albanian, Danish, Dutch, Faroese, Finnish, French, German,
Icelandic, Irish, Italian, Norwegian, Portuguese, Spanish and Swedish.

Baltic (CP1257)
Estonian, Latvian, Lithuanian.

® NEW: create FTP share account and password ,default account is "guest"
® Modify:

Status Modify FTP Account

Account anonymaous
IP Config : e B ?

Password | (Max 12 Bytes) Modlify
Disk Utility Access ®Readonly O Read'Write
Tools Folder List Sharing List
- [ Create ] [ Rename ] [ Delete ]

jpoptc. | pogpLIc |
SMB Server LIC LIC
FTP Server

g

Media Server

Printer Server

BitTorrent

This page can modify as below

Password: password of FTP account

Access control: read only / read and write access control of FTP account
Folder sharing: Folder List is all of exist folder on storage; Sharing List is
share folder of FTP account. If you want to share some folder, select this folder
from Folder List and add to Sharing List.

Folder manage: create / rename /delete folder

® Enable/ Disable :this button can enable/disable FTP account

® Delete: delete FTP account
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2.6.2 Using FTP within Microsoft Internet Explorer 7

1. Open Internet Explorer 7
2. In the address bar, type the following command:
ftp:// IP address ex: ftp://192.168.XXX.XXX

/= FTP root at 192.168.1.100 - Windows Internet Explorer

@é- [ 052.160.1.300 | | | Rl
Pl Kdt Vew Favortes  Toos el

x @- VY7 3, ™ [Wieb Search -+ [T bockmarks Mot Emel = @My vaon ~ | Elanemess ~ @Gomes ~ [P antisoy Chhews ~ 0 Foporg = x -
{f Faverites | gl Wrvshoo! B = [Drree vowmal 8

TP oot o 192.168,1.100 - B 4 i - Fager Sofety e Tocke e T
FTP root at 192.168.1.100

To wiew this FTF site in Windows Explocer, chick Page, and then click Open FTP Site in Windows Explorer.
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3. IE 7 will display a list of files and folders from the FTP domain

4. To quickly save a file locally, right-click the file and select "Save Target As..."
5. To manage the remote and locals files more completely, click the 'Page’
menu button on the right-hand side of the IE 7 browser window and select the
option, "Open FTP Site in Windows Explorer"

6. You can now drag-n-drop the files from remote FTP server to local file
system easily
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mini-NAS

USB NAS Adapter

2.7 Media Server

Status Media Server

IP Config Sharing List Photo Directory

Disk Utility | pusLIC v Disable

Tools Sharing List Music Directory
[pupzzc L] Disable

SMB Server Sharing List Video Directory

FTP Server [P S Disable

Media Server
Printer Server

BitTorrent

o 1.Select Media Server sharing folder

o 2.Double click set button

o 3.Make sure media server (storage) is same subnet with media
player (X box 360 PS3 and iTunes)

o 4.Browse content from iTunes (music only) , Xbox 360 and PS3
(music ,photo video )

Share Media from Storage (Media server) with Xbox
360(Media player)

To access media files—including audio, video and pictures—from storage, you
need to connect an Ethernet cable from the Ethernet port on the back of your
Xbox 360 console to your Storage.
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